


Filtration Rating Per ISO 4572/NFPA T3.10.8.8 Filtration Rating wrt ISO 16889 
Using automated particle counter (APC) calibrated per ISO 4402 Using APC calibrated per ISO 11171 Dirt Holding

Element ßx 75 ßx 100 ßx 200 ßx(c) 200 ßx(c) 1000 Capacity gm

KZ5/KKZ5 2.5 3.0 4.0 4.8 6.3 119 / 238

KZ10/KKZ10 7.4 8.2 10.0 8.0 10.0 108 / 216

KZ25/KKZ25 18.0 20.00 22.5 19.0 240. 93 / 186

Example: NOTE: One option per box

–         –         –         –         –         –         –        

Flow Rating: 9 gpm (34 l/min)

Motor: 1 HP - 12.6 amps at 120 volts AC

Viscosity: 1000 SUS (216 cSt) 

Maximum Pressure: 180 psi (12.5 bar) 

Operating Temperature: -20°F to 150°F (-29°C to 65°C)

Bypass Valve Setting: Cracking: 30 psi (2 bar) x 2

Compatibility: All petroleum-based hydraulic fluid. 
Contact factory for use with other fluids.

Element Change Clearance: 8.50 (215) 1K

Weight: 195 lbs (89 kg)
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Specifications

Model
Number
Selection

Element
Performance
Information

Filtration Station®

TCM

TCM-FC

TMU

TPM

TIM

CTU

TWS-C

ET-100-6

HMG 3000

EWC

EPK

HTB

GS

Trouble
Check Plus

Test Points

Adapters

Hose
Joiners

Microflex
Hose

Pressure
Limiters

Pressure
Gauges

Test Kits

Probalizer 

Filtration
Station

MFS, MFD

AMS, AMD

KLS, KLD

AKS, AKD

KLC

X Series

MTS

HFS

SVD

TDS

IXU

Appendix

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

How to Build a Valid Model Number for a Schroeder FS:

–         –         –         –         –         –         –FS

A 3 09 Z03 Z01 V 9FS

No. of
Elements*

1

2

3

2*

Voltage***

A = 120 VAC 60 Hz
B = 220 VAC 60 Hz
C = 220 VAC 50 Hz

Element
Length*

09

27

Element Media
First Filter

Z, EWR**
plus 01, 03
05 10, 25

Element Media
Second Filter

Z, EWR**
plus 01, 03
05 10, 25

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6

Model

FS

BOX 7 BOX 8 BOX 9

Seal
Material

B = Buna N
V = Viton

Pump
Size**** 

9 = 9 gpm
D = DC drive, variable flow, 3-8 gpm

Notes:
**Double or triple length bowls only; matching background colors indicate available combinations: if Box 3 =1, Box 4   
  must be either 18 or 27; when Box 3 = 2 or 3,  Box 4 must be 09. 

**Water removal (W) elements are indicated by an “EWR” in the part number and are not followed by a 01, 03, 05,
10 or 25.

***A plug is not provided for options B & C in Box 2 (220 V).

Options

W = TWS-C Water Sensor

09

18

**** Option D in Box 8 requires that Box 2 = A.




